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A WLAN user terminal sending an access 
authentication request to a WLAN access 
network 




Access authentication being performed between 
the WLAN user terminal and the network, the 
WLAN user terminal determining the network 
selection information to be currently carried 
according to WLAN identification information or 
user selection information 
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The WLAN user terminal returning a response 
message containing the determined network 
selection information to the WLAN access 

network 



404 



The network analyzing the received user 
identification field 



Judging whether 
fie network information iTh 
the user identification field 
indicates one of the mobile 
communication operation networks^ 
I which the current WLAJ 
is connected^ 
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The network sending the access 
authentication request of this WLAN 
user terminal to corresponding mobile 

communication operation network 
according to the network information 
in the user identification field 
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The network sending a 
notification signaling to 

the WLAN user 
terminal 
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The WLAN user terminal 
continuing with subsequent 
operations according to 
contents in the received 
notification signaling 
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WLAN access network 
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3GPP AAA agent 



3GPP AAA server 



501 establishing a WLAN network 
access connection 



502 requesting for user 
identification 



503 sending the user 
identification 



504 judging whether the network selection 
information contained in NAI indicates the operation 
network to which the current WLAN is connected 



505 determining the AAA Agent/Server of operation 
network to be selected by the user terminal 
according to the NAI in user identification 



506 sending the user 
access authcn^( 



identification and 
kjation request 
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WLAN user terminal WLAN access network ^^ent 
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AAA agent 
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601 completing WLAN network access 



602 EAP- 
Request[ldentity] 



603 determining the 
network selection 
information to be 
carried 



604 EAP-Response 
[Identity (NAI)] 



605 judging the user identification 



606 liAP-Response [Identity (NAI)] 
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WLAN user terminal WLAN access network ^^ent 
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701 completing WLAN network access 



702 EAP- 
Request[Identity] 



703 determining the 
network selection 
information to be 
carried 



704 EAP-Response 
[Identity (NAI)] 



705 judging the user identification 
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706 EAP-Response 
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